Log Pillar Climber

Product: FA5123, FA5123S, FA5124,
FA5124S, FA5125, FA5125S

Surface Surface Surface
In-ground mount In-ground  mount In-ground mount
FA5123 FA5123S FA5124  FA5124S FA5125 FA5125S
L:2’2” L:2°6” L:2’8” L:2’6” L:2’8” L:3 0"
w:2"1" W:2’1” W:110” W:1’11” W: 2’ 2” W:2’1”
H:36” H:28” H:46” H:36” H: 5 0” H: 4’2"
432 LBS 324 LBS 692 LBS 433 LBS 746 LBS 574 LBS
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Log Pillar Climber

Product: FA5123, FA5123S, FA5124,
FA5124S, FA5125, FA5125S

In-ground - Log Pillar Climber

Maintain a 1”
maximum gap

Maintain a 1” from Deck
maximum gap
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3’ Log Pillar Climber 4’ Log Pillar Climber

Protective

Surfacing 50

Maintain a 1” maximum gap from Deck
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Concrete Footing———»
(See Detail)

FA5125
5’ Log Pillar Climber
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Log Pillar Climber

Product: FA5123, FA5123S, FA5124,
FA5124S, FA5125, FA5125S

In-ground - Log Pillar Climber
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Concrete Footing 4

(See Detail) T
R

Concrete Footing Plan

Component
Top of
Surfacing \ ‘

Varies

.
o B

1-0” Min.

O e R PO PR

| 1.0
2b Stone or Min. 3,500

Porous Block PSI Concrete
(6” Deep)

Typical Component Footing Detail
Check local soil conditions.
(Not to Scale)

Footing Notes

- Do not encase the bottom of the support post in concrete. Place the post directly on packed stone.

» The footings shown in this document are recommendations based on historical performance in average soil conditions.
Footing dimensions may be modified by owner based on actual soil conditions. Before changing footing dimensions, we
strongly recommend the footings be reviewed and approved by a registered engineer.

« The base of the footings must be below the frost line.

« Assemble the entire play structure before pouring concrete unless instructed to do so in the individual play component.
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Log Pillar Climber

Product: FA5123, FA5123S, FA5124,
FA5124S, FA5125, FA5125S

In-ground - Log Pillar Climber

FA4505L
/ Enclosure-15” Opening
T
~ FA4505R
U/ Enclosure-15” Opening
C\ N

Log Pillar Climber \

)
L-Bolts, Washers &
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L1 :

Exploded View
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Log Pillar Climber

Product: FA5123, FA5123S, FA5124,
FA5124S, FA5125, FA5125S

In-ground - Log Pillar Climber

Hardware Kit
See FA4505L & FA4505R

==

Hardware Kit
See FA4505L & FA4505R

Hardware Kit

HK127 (3 places) ;ﬁa:*\?v’;gh“;r —

Flat Washer

/' & 1/2” Hex Nut

1/2” x 8”

L-Bolt r;)

Hardware Detail HK127

Use thread lock on all fasteners.
Cut bolt ends off with more than 2 exposed threads.
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Log Pillar Climber

Product: FA5123, FA5123S, FA5124,
FA5124S, FA5125, FA5125S

In-ground - Log Pillar Climber

NOTE: Read installation instructions thoroughly before starting installation process.

Step 1: Lay out the area and prepare the site for install. Concrete must be installed over a solid, level base. Check local
soil condition and codes. See product installation instructions for minimum use zone requirements to ensure proper
spacing and adequate surfacing area.

Step 2: Refer to the typical in-ground footing detail on excavating a hole for the Component.

Step 3: Place the Log Pillar Climber into position. Fasten the L-bolts to the Log Pillar Climber using hardware kit HK127
(8 places). Temporarily brace when level and plumb. Completely build the rest of the Deep Woods Play System before you
pour any concrete.

Step 4: Locate and position the 15” Enclosures on the deck opening. See FA4505L & FA4505R for instructions.

Step 5: Once the entire play system is built, pour the concrete footings. The concrete should be flush with the ground
level, as shown in the typical in-ground footing detail. Allow time for the concrete to cure completely before continuing.

Step 6: Remove temporary bracing.

Included ltems:

Part # Item Description Quantity
Varies Log Pillar Climber Play Equipment 1
HK127 HDW-53 1/2” x 8” L-Bolt, Galv. 3
HK127 HDW-54 1/2” Flat Washer, Galv. 6
HK127 HDW-55 1/2” Hex Nut, Galv. 6

( )
_ NOTES PRIOR TO CONSTRUCTION:
INSTALLATION OVER A HARD
SURFACE SUCH AS CONCRETE, - Use appropriate equipment to lift and move
ASPHALT, OR PACKED EARTH MAY
RESULT IN SERIOUS INJURY OR DEATH the Ia e UI ment
FROM FALLS. p y q p
THE REMOVAL OF HELMETS, HOODS, - Check local codes and requirements prior to
DRAWSTRINGS, AND ACCESSORIES . . . . .
AROUND THE NECK IS RECOMMENDED dlgglng or mstalllng any equipment.
TO PREVENT ENTANGLEMENT )

AND STRANGULATION.

PLAY EQUIPMENT AND/OR A ( NOTE: Always wear eye protection appropriate to the task at hand. )

SURFACING MAY BE HOT.
J

All images and concepts are Copyright © 2025,

CreBPiay, LLOLA tms rosarves, reaPlay may ~ AII dimensions are approximatg ~ 2401 Edgewood Ave S - Suite 200

change or modify this information as necessary - He/ghts shown from top of surfacmg B St Louis Pa(rslf],gwg;losgfllsg
d without notice. : .

and without notice Last Revised 11/10/2025 info@cre8play.com

Page 6 cre8play.com


mailto:info@cre8play.com
http://cre8play.com

Log Pillar Climber

Product: FA5123, FA5123S, FA5124,
FA5124S, FA5125, FA5125S

Surface mount- Log Pillar Climber

Maintain a 1”
maximum gap

Maintain a 1” from Deck
maximum gap ' -
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(See Detail) (See Detail)
FA5123S FA5124S
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‘ —x

Protective -
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t
I
Concrete Slab
(See Detail)
FA5125S
5’ Log Pillar Climber
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Log Pillar Climber

Product: FA5123, FA5123S, FA5124,
FA5124S, FA5125, FA5125S

Surface mount- Log Pillar Climber

4" CONCRETE SLAB TYPICAL
( \ 6 X 6 WIRE MESH W2.9 X W2.9 W.W.F.
Fi y
NOTES PRIOR TO CONSTRUCTION: TS, CONALE BT S48
FIBER REINFORCED CONCRETE MIX
EQUIVILENT IN STRENGTH

. . . 6 X 6 WIRE MESH W2.9 X W2.9 W.W.F.
-Use appropriate equipment to lift and e |— FLAT SHEETS, CENTERED IN THE SLAB

move the play equipment.
-Check local codes and requirements

\ prior to digging or installing any equipmey

CHECK LOCAL SOIL CONDITIONS.

EXAMPLE OF
INSTALLATION OVER A HARD
SURFACE SUCH AS CONCRETE,

ASPHALT, OR PACKED EARTH MAY
RESULT IN SERIOUS INJURY OR DEATH
FROM FALLS.

THE REMOVAL OF HELMETS, HOODS,
DRAWSTRINGS, AND ACCESSORIES
AROUND THE NECK IS RECOMMENDED
TOPREVENT ENTANGLEMENT
AND STRANGULATION.

PLAY EQUIPMENT AND/OR
SURFACING MAY BE HOT.
\

J

ANCHOR BOLT
SEE CHART

Concrete Notes

- The slabs shown in this document are recommendations based on historical performance in average soil conditions. Slab
dimensions may be modified by owner based on actual soil conditions. Before changing slab dimensions, we strongly
recommend they be reviewed and approved by a registered engineer.

- Assemble the entire plav structure before pourina concrete unless instructed to do so in the individual plav component.
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Log Pillar Climber

Product: FA5123, FA5123S, FA5124,
FA5124S, FA5125, FA5125S

Surface mount- Log Pillar Climber

FA4505L
Enclosure-15” Opening
\EP/
FA4505R
’U/ Enclosure-15" Opening
C\ o
/
e/
Log Pillar Climber
Exploded View
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Log Pillar Climber

Product: FA5123, FA5123S, FA5124,
FA5124S, FA5125, FA5125S

Surface mount- Log Pillar Climber

Hardware Kit
See FA4505L & FA4505R

Hardware Kit
See FA4505L & FA4505R

Hardware Kit o
\ HK128 (4 places) 1/2"x3

Concrete

Anchor \

Hardware Detail HK128

Use thread lock on all fasteners.
Cut bolt ends off with more than 2 exposed threads.
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Log Pillar Climber

Product: FA5123, FA5123S, FA5124,
FA5124S, FA5125, FA5125S

Surface mount- Log Pillar Climber

NOTE: Read installation instructions thoroughly before starting installation process.

Step 1: Lay out the area and prepare the site for install. Concrete must be installed over a solid, level base. Check local
soil condition and codes. See product installation instructions for minimum use zone requirements to ensure proper
spacing and adequate surfacing area.

Step 2: Pour a concrete base for the component. Refer to the typical concrete slab section in this document. The
concrete should be flush with the ground level. Allow time for the concrete to completely cure before continuing.

Step 3: Using an appropriate forklift or boom, place component into final installation location. See the hardware
recommendation for information on anchoring equipment down to your concrete slab. Refer to the surfacing manufacturer
for installation of an approved impact attenuating play surface around the component with a minimum use zone in every
direction. Impact Attenuating surfacing may need to be tapered to 3"+ thick around the components fork pockets.

Step 4: Locate and position the 15” Enclosures on the deck opening. See FA4505L & FA4505R for instructions.

Step 5: Locate your anchor bolts, supplied in HK128. Using the proper standard drill bit size noted in the installation
table, drill the concrete to the appropriate hole depth through the mounting holes.

Step 6: Insert the anchor bolt into the hole and tighten until the bolt is fully seated. Do NOT over tighten the anchor bolts.

Included ltems:

Part # Item Description Quantity
Varies Log Pillar Climber Play Equipment 1
HK128 HDW-16 1/2” x 3” Concrete Anchor 4
Anchor Bolt Installation: Step 1: Drill Step 2: Anchor

Anchor ANSI Anchor Minimum Hole
Bolt Standard Head Embedment | Depth
Size Drill Bit | (Socket

Diameter Size)

1/2” x 3” 7/16” 3/4” 21/2” 31/2”
5/8” x 4” 1/2” 13/16” 31/2” 41/2”
5/8” x 6” 1/2” 13/16” 51/2” 61/2”

C NOTE: Always wear eye protection appropriate to the task at hand. >
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